








型号名称  |  Type and name
JB-QBC-BS10 火灾报警控制器
Fire alarm controller

JB-QBC-BS10R 火灾显示盘
Fire indication panel

主电源 | Main power supply AC 110/220V (+10%~-15%) ，50HZ/60HZ DC 24V±10%

应急电源 | Emergency power supply AC 110/220V (+10%~-15%) ，50HZ/60HZ — —

船用直流备电 | Backup DC power for ships DC 24V（+30%~-25%） — —

内部蓄电池 | Internal battery DC 24V，2.2AH — —

功耗 | Power consumption
监视状态：≤10W；报警状态：≤12W
Monitoring status: ≤10W; Alarm status: ≤12W

监视状态：≤1.5W；报警状态：≤2.4W
Monitoring status: ≤ 1.5W; Alarm status: ≤ 2.4W

执行标准 | Standard EN-54/2，4 — —

回路板数目 | Number of loop boards 最多2个  |  Two at most — —

每块回路板的容量 | Capacity of each loop board
4个环形回路，每个回路最多接128个报警点
4 circular loops with 128 alarm points each

— —

手报火灾报警按钮的报警时间 
Alarm time of manual alarm

≤5s — —

探测器的报警时间 | Alarm time of detector ≤10s

回路最大传输距离 | Loop max. Communication distance ≤1500m — —

控制器与火灾显示盘通讯的最大传输距离
Communication distance between detector and 
fire indication panel

≤1500m ≤1500m

布线方式 | Way of wiring

BS10系列报警点-2线制，无极性
BS10系列模块-4线制

BS10-series alarm point – 2 wiring system, non--polar
BS10-series module – 4 wiring system

— —

灭火保护区 | Fire protection zone
最多16个灭火保护区,可配置在任一独立回路
Max. 16 Fire protection zone,they can be set to any separate loop

— —

控制器输出 | Output of the device

无源触点输出，触点容量为1A，DC30V：
   — 火警输出6组，
   — 火警延时输出1组,
   — PA输出1组，
   — 故障输出4组,
   — 电源故障输出2组，
   — 系统故障输出2组
有源输出，输出电压DC24V，最大电流1A：
   — 火警延时输出1组，
   — 门吸输出1组。
Dry contact output,contact capacity 1A,DC30V:
   — Fire output 6
   — Fire delay output 1
   — PA output 1
   — Fault output 4
   — Power fault output 2
   — System fault output 2
Power supply to the output,DC24V,max. current 1A:
   — Fire delay output 1
   — Door hold output 1

— —

外部报警输入 | alarm input from other system 无源输入触点2组  | 2 sets of passive input contacts — —

安装方式 | Way of installation 壁挂式 / 嵌入式  |  wall type / flush mounting type 壁挂式 / 嵌入式  |  wall type / flush mounting type

火警历史记录 | Fire alarm history records 最多999条  |  Max 999 instances — —

其它历史记录(包括上电，故障，联动等等)
Other history records

最多999条  |  Max 999 instances — —

工作温度 | Working temperature 5℃~55℃ 5℃~55℃

相对湿度（无冷凝）
 Relative humidity (Non-condensing)

Max.95% Max.95%

控制器尺寸 | Installation dimensions 515×525×146mm3 245×176×102mm3

壁挂式机器重量 | Weight 22Kg 2.2Kg

机箱防护等级 | Degrees of protection IP44 IP44
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BS10船用火灾报警&水基自动灭火控制系统示意图
Diagram of fire alarm system and water mist extinguishing control system 

技术规格
Technical Specifications

用于整船火灾探测和报警  |  Used as Whole-ship Fire Detection and Alarm 

用于固定式水基灭火控制  |  Used as fixed water-based fire control
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技术规格
Technical Specifications

技术规格
Technical Specifications

型号名称  |  Type and name
JTY-GD-BS10 点型光电感烟火灾探测器
Point-type photoelectric smoke detector

JTW-ZD-BS10 点型感温火灾探测器
Point-type heat fire detector

工作电压 | Working voltage DC 18V-26V DC 18V-26V

功耗

Power 
consumption

静态 | Static status ≤ 0.35mA ≤ 0.35mA

报警状态 | Alarm status ≤ 1.5mA ≤1.5mA

给外部指示灯提供的电流 
Current provided for external indicating lamp

≤ 1.2mA ≤ 1.2mA

执行标准 | Standard EN-54/7 EN-54/5 (class: A2)

尺寸 | dimensions Φ100X38 Φ100X38

工作温度 | Working temperature -25℃~70℃ -25℃~70℃

相对湿度（无冷凝） | Relative humidity (Non-condensing) Max.95% RH Max.95% RH

含底座重量 | Weight including base 0.26Kg 0.26Kg

防护等级 | Degrees of protection IP 44 含防水底座 (Include water-proof base) IP 44 含防水底座 (Include water-proof base)

型号名称  |  Type and name
J-SAP-BS10 手动火灾报警按钮
Manual fire alarm button

J-SAP-BS10WP 手动火灾报警按钮
Manual fire alarm button

工作电压 | Working voltage DC 18V-26V DC 18V-26V

功耗

Power consumption

静态 | Static status ≤ 0.35mA ≤ 0.35mA

报警状态 | Alarm status ≤ 1.5mA ≤ 1.5mA

执行标准 | Standard EN-54/11 EN-54/11

工作温度 | Working temperature -25℃~70℃ -25℃~70℃

相对湿度（无冷凝） | Relative humidity (Non-condensing) Max.95% Max.95%

尺寸 | Dimensions  88×88×24mm 88×88×24mm

重量 | Weight 0.1Kg 0.3Kg 

防护等级 | Degrees of protection IP 22 IP 44

型号名称  |  Type and name
JTG-IR-BS10点型红外火焰探测器
Point-type infrared flame detector

JTG-ZW-5Ei 点型紫外火焰探测器
Point-type ultraviolet flame detector

工作电压 | Working voltage DC 18V-26V DC 18V-26V

功耗

Power consumption

静态 | Static status ≤ 1.7mA 回路 |  Loop: ≤ 0.6mA  DC24V: ≤ 12mA

报警状态 | Alarm status ≤ 2.1mA 回路 |  Loop: ≤ 3.5mA  DC24V: ≤ 22mA

执行标准 | Standard EN54-10 EN54-10

指示灯 | Indicating lamp

正常工作状态：红色闪亮
报警状态：红色常亮 
Normal working status: Flashing, red
Alarm status: Normally on, red

正常工作状态：红色闪亮
报警状态：红色常亮
Normal working status: Flashing, red
Alarm status: Normally on, red

上电延时时间 | Power on delay time 15s 6s

总线接入方式 | Method connected to the BS10 loop 可以直接接入回路中 | Connect to the loop directly 可以直接接入回路中 | Connect to the loop directly

最大探测距离 | Max. detecting distance 25m 25m

视角 |  Angle of view 90° 90°

工作温度 | Working temperature -25℃~+70℃ -25℃~+70℃

相对湿度（无冷凝） | Relative humidity (Non-condensing) Max.95% Max.95%

尺寸 | Dimensions 124X118X122 mm 124X118X122 mm

重量 | Weight 1.9Kg 1.9Kg

防护等级 | Degrees of protection IP 44 IP 44

型号名称  |  Type and name
SMC-BS10 火灾声光警报器
Audible and visual fire alarm

DI-BS10 工作间隔离单元
Cabin isolation unit

LIC-BS10 线路隔离器
Line isolator

工作电压 | Working voltage DC 18V-26V DC 18V-26V 18 ~ 26V DC

功耗

Power 
consumption

静态 | Static status 回路 |  Loop:≤0.42 mA, DC24V:≤6.5mA 回路 | Loop：≤0.38 mA DC24V:≤ 1.2mA ＜ 0.78mA

动作状态 | Action status 回路 |  Loop:≤1.5 mA, DC24V:≤300 mA 回路 | Loop：≤1.5 mA DC24V:≤10 mA ＜ 4.6mA

执行标准 | Standard EN54-3 — — — —

声压级 | Sound level ≥90db — — — —

工作温度 | Working temperature -25℃~+70℃ -25℃~+70℃ -25℃~+70℃

相对湿度（无冷凝）
 Relative humidity (Non-condensing)

Max.95% Max.95% Max.95%

尺寸 | Dimensions 239X120X92 mm 239X120X68 mm Φ105X43 mm

重量 | Weight 0.8Kg 0.7Kg 0.2Kg

防护等级 | Degrees of protection IP 44 IP 44
IP 44 含防水底座 
(Include water-proof base)
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型号名称 
Type and name

IMC-BS10输入模块
Input module

RMC-BS10输入输出模块
Input / Output module

LB5i现场控制盒
Local control box

工作电压 | Working voltage DC18V - 26V DC18V - 26V DC18 V- 26V 

功耗
Power 
consumption

静态 | Static status
回路 | Loop：≤0.5 mA  
DC24V：≥ 6.5mA；≤18mA

＜ 0.38mA 回路 |  Loop: ≤ 1mA  DC24V: ≤ 18mA

动作状态 | Action status
回路 | Loop：≤1.5 mA  
DC24V：≥20mA； ≤45mA

＜ 2.6mA 回路 |  Loop: ≤ 3mA  DC24V: ≤ 45mA

输入 / 输出模式
Input / output model

提供2种输入模式（任选一种）：
  — 无源触点输入
  — 电流输入（用于带开关量探测器）
2 type input signal(one can be used):
  — Dry contact input
  — Current input(used to connected 
conventional detector).

2组无源触点, 触点容量：1A，DC30V
Dry contact output 2, contact capacity 1A, 
DC30V

1组无源触点, 触点容量：1A，DC30V
Dry contact output 1, contact capacity 1A, 
DC30V

工作温度 | Working temperature -25℃~+70℃ -25℃~+70℃ -25℃~+70℃

相对湿度（无冷凝）
Relative humidity (Non-condensing)

Max.95% Max.95% Max.95%

尺寸 | Dimensions 239X120X68 mm 239X120X68 mm 239X120X68 mm

重量 | Weight 0.7Kg 0.7Kg 0.7Kg

防护等级 | Degrees of protection IP 44 IP 44 IP 44

型号名称
Type and name

DB-BS10探测器底座
Detector base

DBF-BS10探测器防水底座
Detector water-proof base

LIC-BS10探测器隔离底座
Detector isolating base

SJX手动火灾报警按钮接线盒
Junction box for manual call 
point

AD-BS10地址编码器
Address programme

功能描述
Function description

与BS10系列感烟感温探测器
配套使用

used with BS10 series 
smoke or heat detector 
together.

与BS10系列感烟感温探测器和
DB-BS10探测器底座配套使用，
满足防水等级要求

Used with  BS10 series 
smoke or heat detector and 
DB-BS10 detector base, in 
order to enhance their IP 
degree.

与BS10系列感烟感温探测器
配套使用，实现隔离功能

used with  BS10 series smoke 
or heat detector, in order to 
isolate the wires if they are 
short.

用于J-SAP-BS10手动火灾
报警按钮的外露式安装

This junction box is used to 
fix the manual call point 
outside.

用于BS10系列总线器件的地
址设定及功能测试

Used to set the BS10 series 
bus-device's address and 
test their functions. 

工作温度
Working temperature

-25℃~+70℃ -25℃~+70℃ -25℃~+70℃ -25℃~+70℃ 5℃~+55℃

尺寸 | Dimensions Φ103X14 mm 140X128X41 mm Φ105X28 mm 87X87X32 mm 180X109X39 mm

重量 | Weight 0.1Kg 0.2Kg 0.1Kg 0.1Kg 0.4Kg

地址：中国江苏省无锡市洛社镇
邮编：214187
电话：+86 510 8331 1597
传真：+86 510 8331 5517
电邮：brightsky@bsky.cn

Luoshe Town,Wuxi City,Jiangsu Province,P.R. China
P.C.:214187
Tel:+86 510 8331 1597
Fax:+86 510 8331 5517
E-mail:brightsky@bsky.cn 

技术规格
Technical 
Specifications

其它配件
Other Parts


